


4. Netw ork Con�gur ation

To con�gure the network, start by checking 
the network con�guration status. Ensure that the 
Bluetooth and WiFi on your mobile phone are 
turned on, and make sure your mobile phone is 
connected to the correct WiFi network.

Step 2: On the Plant Overview page, tap the button 
in the top right corner, then select "Con�gure 
Network." Check the box next to the serial number,
click "Start Con�guration," choose the correct WiFi 
network, enter the WiFi password, and click "Start 
Con�guration" again.

Note
5G WiFi is not supported. 
Special characters (e.g., ; " = ') are not supported in the 
router name and password.

Step 1: 

Step 3:  Please wait a few minutes. Once the success
message appears, click "Done."

Step 4:  The battery information will be displayed
after �ve minutes.

If con�gur ation f ailure oc curs, please check the 
follo wing reas on and tr y it again.

1) Make sure WL AN is ON.

2) Mak e sure W iFi is normal.

3) Make sure wireless rout er does not implement the 
whit e-black list.

4) Remo ve the special char act ers in W i-Fi netw ork.

5) Short en the distanc e betw een the phone and 
device.

6) Try to connect t o other W i-Fi.

Note: If there is no wireless network available, you can
query and modify battery parameters and upgrade 
the battery through the Bluetooth local debugging 
function.

Local Debugging

1.Template engine rendering

1. Access Local Debugging:
 Tap “Local Debugging” in the “My” interface at the 
 bottom of the app.

2. Download Template Engine:
 When using the local debugging function for the 
 �rst time, the app will automatically download the 
 template rendering engine to load the template 
 data.

3. Automatic Updates:
 The template engine will iterate over time, gaining 
 more powerful functions. These updates will be 
 applied automatically during subsequent uses.

2.Template Management�

1. Automatic Template Download:
 When you �rst enter Local Debugging, the latest 
 template will be automatically downloaded.

2. Update Template:
 Tap the template button to manually update and 
 download the latest template.

3. Download via QR Code:
 You can also download the template by scanning 
 the template QR code located in the upper right 
 corner.

3.Firmware Management�

4.Local debugging��

The �rmware in the system can be downloaded 
through the �rmware management

You can still use Local Debugging even if the app is 
not logged in.

1. Read parameters
 You can read the device parameters to view its 
 current settings and status.

2. Set parameters
 Modify the speci�ed parameters to adjust 
 thedevice's con�guration as needed.For example: 
 modify the communication protocol.

3. Upgrade the �rmware
 Perform an OTA (Over-the-Air)�rmware upgrade 
 toupdate the device's software.The upgrade takes 
 about 6 minutes

Connect the Device:

 Use Bluetooth to connect the device. Once the 
 connection is successful, you'll be able to perform 
 the following actions.

Mat ch type

Soluna 6K Pack HV (L-E)
Soluna 10k Pack HV(L-E)
Soluna 15K Pack HV(L-E)

Soluna BES 5K Pack
Soluna BES 2.5K Pack
Soluna EVO 5K Pack

Soluna HV 4.5K Module

HV Pack

LV MOS Pack

LV Relay Pack

Soluna EOS-5K Pack
Soluna 10K Pack LV
Soluna Franz 9.6K Pack LV
Soluna Venus 16K Pack LV
Soluna Jupiter 32K Pack LV

Adapt ed products

The wi� stick is divided in to the
follo wing three types

Please not e that the par allel bo x does not use 
communic ation c ables and br ackets


